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Material:

Spring:

74±.50

(2.91±.02)

32±.50
(1.26±.02)

133.50±.50

(5.24±.02)

203±5

(7.98±.197)

4±1 
(.157±.04) 

55±.50
(2.17±.021)

Red 
Black 

COMF BH-142-1 

UM-1X4 "D" Cell 

18.20
(.716)

87.40±.50
(3.44±.02)

94±.50
(3.70±.20)

28.20±.50
(1.11±.02)

18.60±.50
(.932±.02)

ø3
(ø.118)

ø3
(ø.118)

5.80
(2.28)

4x5.80
(.228)

4x3.80
(.15)

70±.50

(2.76±.02)

115.70±.50

(4.56±.02)

4 "D" Battery Holder W/8" Leads
12BH142A-GR

Available from Mouser Electronics

1-800-346-6873 / www.mouser.com

EPD-200580

Date Last Revised:  3/02/07

SPECIFICATIONS

AWG#22

Black & Red 203mm ± 5mm

Strip & Tin 4mm ± 1mm

P.P. Resin, Black Color

1.0mm 65C Spring Wire

RoHS Compliant

Dimensions: mm (in.)

Specifications are subject to change without notice.   No liability or warranty implied by this information.   Environmental compliance based on producer documentation.
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